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TECHNICAL DATA SHEET  

           

Product Ventilated Machine Film (Macro-perforated) 

Product Code 3762.00 

Colour Clear 

Nominal Dimensions 460 mm x 1000 m 

Material Description Linear Low Density Polyethylene (LLDPE) 

Country of Origin Thailand 

Issue Date 2/02/2023 

           

SPECIFICATIONS         

           

Film Properties Value Unit Tolerance 

Weight per meter 10.6 g/m ±5% 

Density 0.92 g/cm3 ±0.003 

Nº of reinforcements 9 - - 

Nº of rows 8 - - 

Nº of hole per row 1 - - 

Hole area * 80 mm2 - 

Hole distance* 50 mm - 

Maximum pre-stretch 150 % Maximum Value 

Reel Properties Value Unit Tolerance 

Width 460 mm ±5 mm 

Reel Length 1.000 mm ±5% 

External roll diameter 245 mm ±5 mm 

Inner core diameter 76 mm ±1 mm 

Core Weight 1.000 g ±5% 

           
*Due to the irregular shape of the macro-holes (depending on the technology used for processing) the above data are 

to be consider indicative. 

      

 

    

FROMM Packaging Australia guarantee that every roll of FROMM stretch 

wrapping film that you purchase is the same length as quoted in the 

FROMM Technical Data Sheet at a minimum. 
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TERTIARY PACKAGING INFORMATION 

          

SINGLE ROLL (BOXED)        

          

MATERIAL AVERAGE WEIGHT / g 

Cardboard 1563.30 

PP 5.00 

          

PALLET (46 ROLLS)        

          

MATERIAL AVERAGE WEIGHT / g 

Cardboard 50334.80 

LLDPE 1204.00 

Timber 14500.00 

Paper 4.00 

  
 

FROMM PACKAGING AUSTRALIA is a proud member of APCO 

 

Please ensure to recycle your used stretch wrapping film 

 

       

       

       

 


